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Approved by(+signature) Bill Cheng
zmer
Reviewer axd
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Total number of pages: 119
Name of Testing Laboratory SGS Taiwan LTD. Electronics & Communication Laboratory
preparing the Report....................... No.2, Keji 1st Rd., Guishan Dist., Taoyuan City 333, Taiwan
(R.O.C)
Applicant’s name................ccceeeo..... . TRACO ELECTRONIC AG
Address.........coocrriiniiininisnnnnnnen . Sihlbruggstrasse 111 CH-6340 Baar Switzerland

Test specification:

EN 60601-1-2:2015
Test procedure ..............cccceceueeeeeenn. s Test Scheme
Non-standard test method..............  N/A
Test Report Form No.......................  SGS_IEC 60601-1-2:2014
Test Report Form(s) Originator ....: UL
Master TRF.............ccccciivvvecevenneeee.r. - Dated 2014-12

Copyright © 2014 IEC System of Conformity Assessment Schemes for Electrotechnical Equipment
and Components (IECEE System). All rights reserved.

This publication may be reproduced in whole or in part for non-commercial purposes as long as the
IECEE is acknowledged as copyright owner and source of the material. IECEE takes no responsibility for
and will not assume liability for damages resulting from the reader's interpretation of the reproduced
material due to its placement and context.

General disclaimer:

The test results presented in this report relate only to the object tested.
This report shall not be reproduced, except in full, without the written approval of the Issuing Testing
Laboratory.
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Test item description ........................ |[AC-DC POWER SUPPLY

LG R E anmmmmmmsmssmsmsssl [ T R ACO
| POWER

Manufacturer...........ccccveeeveceveennnenn:. | TRACO ELECTRONIC AG

Model/Type reference........................ | TPP 30-105A-J; TPP 30-105; TPP 30-105BA-J
Model/Type difference......................: | See the following note
Ratings..........ccecvvirinrnrsnnsnninninnenn . |AC 100~240V, 50~60HZ

Summary of testing:

Voltage fluctuations and flicker
(IEC 60601-1-2:2014, clause 7.2.2)

ESD (IEC 60601-1-2:2014, clause 8.9)

RS_Radiated RF EM fields (IEC 60601-1-2:2014,
clause 8.9)
RS_Proximity fields from RF wireless
communications equipment (IEC 60601-1-2:2014,
clause 8.9)

EFT (IEC 60601-1-2:2014, clause 8.9)
Surge (IEC 60601-1-2:2014, clause 8.9)
CS (IEC 60601-1-2:2014, clause 8.9)
PFMF (IEC 60601-1-2:2014, clause 8.9)

Voltage dips and interruptions (IEC 60601-1-2:2014,
clause 8.9)

Tests performed (name of test and test clause): Testing location:

Conducted Emission (IEC 60601-1-2:2014, SGS Taiwan LTD. Electronics & Communication
clause 7.1.1) Laboratory
Radiated Emission (IEC 60601-1-2:2014, No.2, Keji 1st Rd., Guishan Dist., Taoyuan City
333, Taiwan (R.0O.C.)
clause 7.1.1)
Harmonic distortion (IEC 60601-1-2:2014,
clause 7.2.1)

Summary of compliance with National Differences:
List of countries addressed

None

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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Note: 1. The different between of model numbers are list as below.

Model Name Outp(u\;(\’::c;ltage Outpt(xrtn il).lrrent “I,'-I‘T))\(N gf:%t Case Type
TPP 30-103A-J 3.3 6000 19.8 2
TPP 30-105A-J 5 6000 30 2
TPP 30-107A-J 7.5 4000 30 2
TPP 30-109A-J 9 3340 30.06 2
TPP 30-112A-J 12 2500 30 2
TPP 30-112.1A-J 12 2500 30 2
TPP 30-115A-J 15 2000 30 2
TPP 30-115.1A-J 15 2000 30 2
TPP 30-118A-J 18 1670 30.06 2
TPP 30-124A-J 24 1250 30 2
TPP 30-128A-J 28 1080 30.24 2
TPP 30-136A-J 36 840 30.24 2
TPP 30-148A-J 48 630 30.24 2
TPP 30-153A-J 53 580 30.74 2
TPP 30-103-J 3.3 6000 19.8 1
TPP 30-105-J 5 6000 30 1
TPP 30-107-J 7.5 4000 30 1
TPP 30-109-J 9 3340 30.06 1
TPP 30-112-J 12 2500 30 1
TPP 30-112.1-J 12 2500 30 1
TPP 30-115-J 15 2000 30 1
TPP 30-115.1-J 15 2000 30 1
TPP 30-118-J 18 1670 30.06 1
TPP 30-124-J 24 1250 30 1
TPP 30-128-J 28 1080 30.24 1
TPP 30-136-J 36 840 30.24 1
TPP 30-148-J 48 630 30.24 1
TPP 30-153-J 53 580 30.74 1
TPP 30-103A 3.3 6000 19.8 2
TPP 30-105A 5 6000 30 2
TPP 30-107A 7.5 4000 30 2
TPP 30-109A 9 3340 30.06 2
TPP 30-112A 12 2500 30 2
TPP 30-112.1A 12 2500 30 2
TPP 30-115A 15 2000 30 2
TPP 30-115.1A 15 2000 30 2
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Model Name Outp(u\;;:c;ltage Outpt(xrtn il).lrrent “Igi)\(u 2?:‘;;\;1; Case Type
TPP 30-118A 18 1670 30.06 2
TPP 30-124A 24 1250 30 2
TPP 30-128A 28 1080 30.24 2
TPP 30-136A 36 840 30.24 2
TPP 30-148A 48 630 30.24 2
TPP 30-153A 53 580 30.74 2
TPP 30-103 3.3 6000 19.8 1
TPP 30-105 5 6000 30 1
TPP 30-107 7.5 4000 30 1
TPP 30-109 9 3340 30.06 1
TPP 30-112 12 2500 30 1
TPP 30-112.1 12 2500 30 1
TPP 30-115 15 2000 30 1
TPP 30-115.1 15 2000 30 1
TPP 30-118 18 1670 30.06 1
TPP 30-124 24 1250 30 1
TPP 30-128 28 1080 30.24 1
TPP 30-136 36 840 30.24 1
TPP 30-148 48 630 30.24 1
TPP 30-153 53 580 30.74 1
TPP 30-103A-M 3.3 6000 19.8 2
TPP 30-105A-M 5 6000 30 2
TPP 30-107A-M 7.5 4000 30 2
TPP 30-109A-M 9 3340 30.06 2
TPP 30-112A-M 12 2500 30 2
TPP 30-112.1A-M 12 2500 30 2
TPP 30-115A-M 15 2000 30 2
TPP 30-115.1A-M 15 2000 30 2
TPP 30-118A-M 18 1670 30.06 2
TPP 30-124A-M 24 1250 30 2
TPP 30-128A-M 28 1080 30.24 2
TPP 30-136A-M 36 840 30.24 2
TPP 30-148A-M 48 630 30.24 2
TPP 30-153A-M 53 580 30.74 2
TPP 30-103-M 3.3 6000 19.8 1
TPP 30-105-M 5 6000 30 1
TPP 30-107-M 7.5 4000 30 1
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Model Name Outp(u\;;:c;ltage Outpt(xrtn il).lrrent “Igi)\(u 2?:‘;;\;1; Case Type
TPP 30-109-M 9 3340 30.06 1
TPP 30-112-M 12 2500 30 1
TPP 30-112.1-M 12 2500 30 1
TPP 30-115-M 15 2000 30 1
TPP 30-115.1-M 15 2000 30 1
TPP 30-118-M 18 1670 30.06 1
TPP 30-124-M 24 1250 30 1
TPP 30-128-M 28 1080 30.24 1
TPP 30-136-M 36 840 30.24 1
TPP 30-148-M 48 630 30.24 1
TPP 30-153-M 53 580 30.74 1
TPP 30-103A-D 3.3 6000 19.8 2
TPP 30-105A-D 5 6000 30 2
TPP 30-107A-D 7.5 4000 30 2
TPP 30-109A-D 9 3340 30.06 2
TPP 30-112A-D 12 2500 30 2
TPP 30-112.1A-D 12 2500 30 2
TPP 30-115A-D 15 2000 30 2
TPP 30-115.1A-D 15 2000 30 2
TPP 30-118A-D 18 1670 30.06 2
TPP 30-124A-D 24 1250 30 2
TPP 30-128A-D 28 1080 30.24 2
TPP 30-136A-D 36 840 30.24 2
TPP 30-148A-D 48 630 30.24 2
TPP 30-153A-D 53 580 30.74 2
TPP 30-103-D 3.3 6000 19.8 1
TPP 30-105-D 5 6000 30 1
TPP 30-107-D 7.5 4000 30 1
TPP 30-109-D 9 3340 30.06 1
TPP 30-112-D 12 2500 30 1
TPP 30-112.1-D 12 2500 30 1
TPP 30-115-D 15 2000 30 1
TPP 30-115.1-D 15 2000 30 1
TPP 30-118-D 18 1670 30.06 1
TPP 30-124-D 24 1250 30 1
TPP 30-128-D 28 1080 30.24 1
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Model Name Outp(u\;;:c;ltage Outpt(xrtn il).lrrent “Igi)\(u 2?:‘;;\;1; Case Type
TPP 30-136-D 36 840 30.24 1
TPP 30-148-D 48 630 30.24 1
TPP 30-153-D 53 580 30.74 1
TPP 30-103A2-J 3.3 6000 19.8 1
TPP 30-105A2-J 5 6000 30 1
TPP 30-107A2-J 7.5 4000 30 1
TPP 30-109A2-J 9 3340 30.06 1
TPP 30-112A2-J 12 2500 30 1
TPP 30-112.1A2-J 12 2500 30 1
TPP 30-115A2-J 15 2000 30 1
TPP 30-115.1A2-J 15 2000 30 1
TPP 30-118A2-J 18 1670 30.06 1
TPP 30-124A2-J 24 1250 30 1
TPP 30-128A2-J 28 1080 30.24 1
TPP 30-136A2-J 36 840 30.24 1
TPP 30-148A2-J 48 630 30.24 1
TPP 30-153A2-J 53 580 30.74 1
TPP 30-103A2-M 3.3 6000 19.8 1
TPP 30-105A2-M 5 6000 30 1
TPP 30-107A2-M 7.5 4000 30 1
TPP 30-109A2-M 9 3340 30.06 1
TPP 30-112A2-M 12 2500 30 1
TPP 30-112.1A2-M 12 2500 30 1
TPP 30-115A2-M 15 2000 30 1
TPP 30-115.1A2-M 15 2000 30 1
TPP 30-118A2-M 18 1670 30.06 1
TPP 30-124A2-M 24 1250 30 1
TPP 30-128A2-M 28 1080 30.24 1
TPP 30-136A2-M 36 840 30.24 1
TPP 30-148A2-M 48 630 30.24 1
TPP 30-153A2-M 53 580 30.74 1
TPP 30-103A2 3.3 6000 19.8 1
TPP 30-105A2 5 6000 30 1
TPP 30-107A2 7.5 4000 30 1
TPP 30-109A2 9 3340 30.06 1
TPP 30-112A2 12 2500 30 1
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Model Name Outp(u\;;:c;ltage Outpt(xrtn il).lrrent “Igi)\(u 2?:‘;;\;1; Case Type
TPP 30-112.1A2 12 2500 30 1
TPP 30-115A2 15 2000 30 1
TPP 30-115.1A2 15 2000 30 1
TPP 30-118A2 18 1670 30.06 1
TPP 30-124A2 24 1250 30 1
TPP 30-128A2 28 1080 30.24 1
TPP 30-136A2 36 840 30.24 1
TPP 30-148A2 48 630 30.24 1
TPP 30-153A2 53 580 30.74 1
TPP 30-103BA-J 3.3 6000 19.8 2
TPP 30-105BA-J 5 6000 30 2
TPP 30-107BA-J 7.5 4000 30 2
TPP 30-109BA-J 9 3340 30.06 2
TPP 30-112BA-J 12 2500 30 2
TPP 30-112.1BA-J 12 2500 30 2
TPP 30-115BA-J 15 2000 30 2
TPP 30-115.1BA-J 15 2000 30 2
TPP 30-118BA-J 18 1670 30.06 2
TPP 30-124BA-J 24 1250 30 2
TPP 30-128BA-J 28 1080 30.24 2
TPP 30-136BA-J 36 840 30.24 2
TPP 30-148BA-J 48 630 30.24 2
TPP 30-153BA-J 53 580 30.74 2
TPP 30-103B-J 3.3 6000 19.8 1
TPP 30-105B-J 5 6000 30 1
TPP 30-107B-J 7.5 4000 30 1
TPP 30-109B-J 9 3340 30.06 1
TPP 30-112B-J 12 2500 30 1
TPP 30-112.1B-J 12 2500 30 1
TPP 30-115B-J 15 2000 30 1
TPP 30-115.1B-J 15 2000 30 1
TPP 30-118B-J 18 1670 30.06 1
TPP 30-124B-J 24 1250 30 1
TPP 30-128B-J 28 1080 30.24 1
TPP 30-136B-J 36 840 30.24 1
TPP 30-148B-J 48 630 30.24 1
TPP 30-153B-J 53 580 30.74 1
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Model Name Outp(u\;;:c;ltage Outpt(xrtn il).lrrent “Igi)\(u 2?:‘;;\;1; Case Type
TPP 30-103BA 3.3 6000 19.8 2
TPP 30-105BA 5 6000 30 2
TPP 30-107BA 7.5 4000 30 2
TPP 30-109BA 9 3340 30.06 2
TPP 30-112BA 12 2500 30 2
TPP 30-112.1BA 12 2500 30 2
TPP 30-115BA 15 2000 30 2
TPP 30-115.1BA 15 2000 30 2
TPP 30-118BA 18 1670 30.06 2
TPP 30-124BA 24 1250 30 2
TPP 30-128BA 28 1080 30.24 2
TPP 30-136BA 36 840 30.24 2
TPP 30-148BA 48 630 30.24 2
TPP 30-153BA 53 580 30.74 2
TPP 30-103B 3.3 6000 19.8 1
TPP 30-105B 5 6000 30 1
TPP 30-107B 7.5 4000 30 1
TPP 30-109B 9 3340 30.06 1
TPP 30-112B 12 2500 30 1
TPP 30-112.1B 12 2500 30 1
TPP 30-115B 15 2000 30 1
TPP 30-115.1B 15 2000 30 1
TPP 30-118B 18 1670 30.06 1
TPP 30-124B 24 1250 30 1
TPP 30-128B 28 1080 30.24 1
TPP 30-136B 36 840 30.24 1
TPP 30-148B 48 630 30.24 1
TPP 30-153B 53 580 30.74 1
TPP 30-103BA-M 3.3 6000 19.8 2
TPP 30-105BA-M 5 6000 30 2
TPP 30-107BA-M 7.5 4000 30 2
TPP 30-109BA-M 9 3340 30.06 2
TPP 30-112BA-M 12 2500 30 2
TPP 30-112.1BA-M 12 2500 30 2
TPP 30-115BA-M 15 2000 30 2
TPP 30-115.1BA-M 15 2000 30 2
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Model Name Outp(u\;;:c;ltage Outpt(xrtn il).lrrent “Igi)\(u 2?:‘;;\;1; Case Type
TPP 30-118BA-M 18 1670 30.06 2
TPP 30-124BA-M 24 1250 30 2
TPP 30-128BA-M 28 1080 30.24 2
TPP 30-136BA-M 36 840 30.24 2
TPP 30-148BA-M 48 630 30.24 2
TPP 30-153BA-M 53 580 30.74 2
TPP 30-103B-M 3.3 6000 19.8 1
TPP 30-105B-M 5 6000 30 1
TPP 30-107B-M 7.5 4000 30 1
TPP 30-109B-M 9 3340 30.06 1
TPP 30-112B-M 12 2500 30 1
TPP 30-112.1B-M 12 2500 30 1
TPP 30-115B-M 15 2000 30 1
TPP 30-115.1B-M 15 2000 30 1
TPP 30-118B-M 18 1670 30.06 1
TPP 30-124B-M 24 1250 30 1
TPP 30-128B-M 28 1080 30.24 1
TPP 30-136B-M 36 840 30.24 1
TPP 30-148B-M 48 630 30.24 1
TPP 30-153B-M 53 580 30.74 1
TPP 30-103BA2-J 3.3 6000 19.8 1
TPP 30-105BA2-J 5 6000 30 1
TPP 30-107BA2-J 7.5 4000 30 1
TPP 30-109BA2-J 9 3340 30.06 1
TPP 30-112BA2-J 12 2500 30 1
:IJ'PP 30-112.1BA2- 12 2500 30 1
TPP 30-115BA2-J 15 2000 30 1
:IJ'PP 30-115.1BA2- 15 2000 30 1
TPP 30-118BA2-J 18 1670 30.06 1
TPP 30-124BA2-J 24 1250 30 1
TPP 30-128BA2-J 28 1080 30.24 1
TPP 30-136BA2-J 36 840 30.24 1
TPP 30-148BA2-J 48 630 30.24 1
TPP 30-153BA2-J 53 580 30.74 1
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Model Name Outp(u\;;:c;ltage Outpt(xrtn il).lrrent “Igi)\(u 2?:‘;;\;1; Case Type
TPP 30-103BA2-M 3.3 6000 19.8 1
TPP 30-105BA2-M 5 6000 30 1
TPP 30-107BA2-M 7.5 4000 30 1
TPP 30-109BA2-M 9 3340 30.06 1
TPP 30-112BA2-M 12 2500 30 1
'I{'APP 30-112.1BA2- 12 2500 30 1
TPP 30-115BA2-M 15 2000 30 1
'I{'APP 30-115.1BA2- 15 2000 30 1
TPP 30-118BA2-M 18 1670 30.06 1
TPP 30-124BA2-M 24 1250 30 1
TPP 30-128BA2-M 28 1080 30.24 1
TPP 30-136BA2-M 36 840 30.24 1
TPP 30-148BA2-M 48 630 30.24 1
TPP 30-153BA2-M 53 580 30.74 1
TPP 30-103BA2 3.3 6000 19.8 1
TPP 30-105BA2 5 6000 30 1
TPP 30-107BA2 7.5 4000 30 1
TPP 30-109BA2 9 3340 30.06 1
TPP 30-112BA2 12 2500 30 1
TPP 30-112.1BA2 12 2500 30 1
TPP 30-115BA2 15 2000 30 1
TPP 30-115.1BA2 15 2000 30 1
TPP 30-118BA2 18 1670 30.06 1
TPP 30-124BA2 24 1250 30 1
TPP 30-128BA2 28 1080 30.24 1
TPP 30-136BA2 36 840 30.24 1
TPP 30-148BA2 48 630 30.24 1
TPP 30-153BA2 53 580 30.74 1

2. There are two types of appearance for sales. The difference of two types is with/without case. Please refer
to the following table and external photograph for detail information.

Type Case
Type 1 o
Type 2 X
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Test item particulars ..........ccccccivirrrereeeeee, : None

Classification of installation and use ................... : Internal

Supply Connection ........ccccceeccmmmrricscceereesscsneeeeens : Non-detachable cord

Possible test case verdicts:

- test case does not apply to the test object ........... N/A

- test object does meet the requirement ................: P (Pass)
- test object does not meet the requirement ..........: F (Fail)
TeStiNg ..occcerre i ———

Date of receipt of test item .........cc.ccccerrrrrrnnnnennna: 2018/4/19

General remarks:

"(See Enclosure #)" refers to additional information appended to the report.
"(See appended table)" refers to a table appended to the report.

Throughout this report a [ ] comma / [X] point is used as the decimal separator.

Manufacturer’s Declaration per sub-clause 4.2.5 of IECEE 02:

The application for obtaining a CB Test Certificate inclydes more

than one factory location and a [] Yes
declaration from the Manufacturer stating that the

sample(s) submitted for evaluation is (are) IXI Not applicable
representative of the products from each factory has been

Provided .......ccooooiiiiiiiee e e :

When differences exist; they shall be identified in the General product information section.

Name and address of factory (ies) .......

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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General product information:
Classification of installation and use . Internal
Device type (component/sub-assembly/equipment/system) : Equipment
Intended use (including type of patient, application location) : Home
Mode of operation : See following 1.2 EUT Operation Modes
Supply connection : Continuous
Other options included : None

Software and Firmware Version: N/A

Prototype : [ ] Production Version: [X

Unit(s) Tested (include serial numbers):
Unit(s): 3
Series numbers: TPP 30-105BA-J:01
TPP 30-105A-J:02
TPP 30-105:03
Rationale for number of samples tested:
3

Intended Use:

The intention is to qualify the EUTs to 60601-1-2, so the EUT can be incorporated into another
manufacturer’s final product (whether it's an ME or ME System).

Intended healthcare environments (Specify environment: Professional, Home, Aircraft, Special or
Other (if other please describe)):

Home.

Any deviations from the Basic EMC standards or from this collateral standard:
None
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Report Index:
ltem Description
1.0 Testing Program Details 14
1.1 Equipment Description 14
1.1.1 Equipment Marking Plate 14
1.1.2 Equipment Used During Test 15
1.1.3 Input/Output Ports 15
1.1.4 EUT Internal Operating Frequencies 15
1.1.5 Power Interface 16
1.2 EUT Operation Modes 16
1.3 EUT Configuration Modes 16
1.4 Immunity Performance Criteria 17
1.5 Block Diagram 18
1.6 Compliance Summary 19
1.7 Result Summary 21
1.8 Test Conditions and Results — Conducted Emissions 22
1.9 Test Conditions and Results — Radiated Emissions 40
1.10 Test Conditions and Results — Disturbance Power Emissions 57
1.1 Test Conditions And Results — Limits for Harmonics Current Emissions 59
1.12 Test Conditions And Results — Limits for Voltage Fluctuations and 71
Flicker
1.13 Test Conditions and Results — Immunity to electrostatic discharges 77
1.14 Test Conditions and Results — Immunity to RF electromagnetic fields 82
1.15 Test Conditions and Results — Proximity fields from RF wireless 86
communications equipment
1.16 Test Conditions and Results — Electrical Fast Transients Immunity 92
1.17 Test Conditions and Results — Surge Immunity 97
1.18 Test Conditions and Results — Conducted Disturbances Immunity 103
1.19 Test Conditions and Results — Power Frequency Magnetic Immunity 107
1.20 Test Conditions and Results — Voltage Dips, Interruptions Immunity 110
1.21 Test Conditions and Results — Electrical transient conduction along 115
supply lines
1.22 Photographs of Product 118

Note: To update all fields in this TRF, including the Page numbers on the Index page, click Select All on the
Edit menu, and then press F9.
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11 Equipment Description

N/A

1.1.1 Equipment Marking Plate

oL TPP 30-105A-)

Ul n: 100-240vAC
; 0.8A max,50/60Hz

0 Out: 5VDC/ 6A

™ om.C€

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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1.1.2 Supporting Equipment Used During Test:
Use* Product Type Manufacturer Model Comments
AC-DC POWER
EUT SUPPLY TRACO TPP 30-105BA-J N/A
AC-DC POWER
EUT SUPPLY TRACO TPP 30-105A-J N/A
AC-DC POWER
EUT SUPPLY TRACO TPP 30-105 N/A
AE Load SGS N/A N/A
AE Meter YU Fong YF-370A N/A
(EMS)
Note: * Use one of the following:
EUT - Equipment Under Test
AE - Auxiliary/Associated Equipment
SIM - Simulator (Not Subjected to Test) *“Note: Use abbreviations:
1.1.3 Input/output Ports:
Port N T Cable Cable R
ame ype* . (Sip/Sop lines must include
No. Max. >3m Shielded description of use)
0 Enclosure N/E — — -
1 Power Cable AC 1m Non-shielding Input port
2 DC Output DC 1m Non-shielding Output port

Supplementary information:

*Note: AC = AC Power Port
Sip/Sop
TP

DC = DC Power Port

= Signal Input/output Port

= Telecommunication Ports

N/E = Non-Electrical

Batt=Battery

PC - Patient-Coupled Cable

1.1.4 EUT Internal Operating Frequencies:

Frequency (MHz)

Description

Frequency (MHz)

Description

<108MHz

The EUT internal operating

30~60KHz

N/A

Supplementary information:
None

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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Mode Voltage Current | Power | Frequency Phases Comments
No. (V) (A) (W) (DC/AC-Hz) (No.)
Rated | AC100~240V 0.8 - AC - AC Input port
Rated | AC100~240V 6 - DC - DC Output port
Supplementary information:
None
1.2 EUT Operation Modes:
Mode # Description
1 TPP 30-105A-J / Operation(Full Load)
2 TPP 30-105BA-J / Operation(Full Load) + ground
3 TPP 30-105 / Operation(Full Load)
Supplementary information:
None
1.3 EUT Configuration Modes
Mode # Description
1,2,3 1. EUT link to power and load.
2. Begin the test.

Supplementary information:

None
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1.4 Basic Safety, Essential Performance and Immunity Pass/Fail Criteria as determined by the
Manufacturer

Description of Basic Safety and Essential Performance

The intention is to qualify the EUTs to 60601-1-2, so the EUT can be incorporated into another
manufacturer’s final product (whether it's an ME or ME System).

Description how the BASIC SAFETY and ESSENTIAL PERFORMANCE were monitored during each

test
During the test, observe whether the EUT is normally supplied.

Immunity Pass/Fail Criteria
PASS Criteria: EUT normal operation.

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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1.5 Configuration Block Diagram

EMI
Mode 1~3:

Load EUT

EMS
Mode 1~3:

Load EUT Meter

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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1.6 Compliance Summary
IEC 60601-1-2
Clause Requirement + Test Result - Remark Verdict
GENERAL REQUIREMENTS
4.1 Risk management process for ME equipment and ME N/A
systems.

IDENTIFICATION, MARKING AND DOCUMENTS

51 Equipment specified for use only in shielded location N/A
has appropriate marking/warning labels

5.2 Accompanying Documents

5.21 Instructions for use

5.2.1.1 General

a) A statement of the environments the ME equipment N/A

will be used. Relevant exclusions, as determined by
Risk Analysis, shall also be listed.

b) The essential performance of ME equipment and a N/A
description of what the operator can expect if the
Essential Performance is lost or degraded due to EM
disturbances.

c) A warning regarding stacking and location close to N/A
other equipment

d) List of cables, transducers and accessories N/A

e) A warning that other cables and accessories may N/A

negatively affect EMC performance

f) A statement that portable RF communications N/A
equipment. Including antennas, can effect medical

electrical equipment. The warning should include a
use distance such as “...be used no closer than 30
cm (12 inches) to any part of the [ME EQUIPMENT
or ME SYSTEM], including cables specified by the

manufacturer”

521.2 Required statement from standard for Class A N/A
equipment
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5.2.2 Technical description
5.2.21 All equipment and systems
Describe precautions to be taken to prevent adverse N/A
events to the Patient and Operator due to
electromagnetic disturbances
a) Compliance information for each test N/A
b) Statement of any deviations from standards used N/A
c) Statements to maintain basic safety and essential N/A
performance in regards to EMC
5222 ME Equipment specified for use only in shielded location
a) A warning that equipment should be used only in the N/A
specified type of shielded location
b) Specifications for shielded location including: N/A
— minimum RF shielding effectiveness;
— for each cable that enters or exits the shielded
location, the minimum REF filter attenuation; and
— the frequency range(s) over which the
specifications apply
c) Test methods for measurement of RF shielding N/A
effectiveness and REF filter attenuation
d) Required statement(s) from standard and N/A
recommended notice for information post at entrance.
5223 ME Equipment that intentionally receive RF energy N/A
shall include: frequency and/or band and bandwidth
of receiving section
5224 ME Equipment that include transmitters shall include N/A
frequency and/or band, modulation, and ERP
5225 Large ME Equipment that are permanently installed
a) A statement that an exemption has been used and N/A
that the equipment has not been tested for radiated
RF immunity over the entire frequency range 80 MHz
to 6 GHz
b) A warning that the ME equipment has been tested for N/A
radiated RF immunity only at selected frequencies
c) A list of the frequencies and modulations tested N/A
5.2.2.6 ME equipment that claim compatibility with HF N/A
surgical equipment shall include statement of
compatibility and conditions of intended use during
HR surgery
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1.7 Result Summary
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Requirement — Test

Result/Comments

Verdict

Clause 7 - Emissions

Classification

Class A Or B ..o

Class B

GroUP T 02 e eaeee el

Group 1

CISPR 11, 14-1, 32 0r ISO 7137 ..o

CISPR 11

Conducted RF EMISSIONS ......ccoooiieieeeeieeeeeeeeeee e

Radiated RF EMISSIONS .......uuciiiiiiiicieeieeeee e e

Disturbance Power (if applicable)...........ccccooiveininiiinna

N/A

N/A

Harmonic Distortion per IEC61000-3-2 (Class A, B, C, D):

Class A

Voltage Fluctuations and Flicker per IEC61000-3-3 ........:

Clause 8 - Immunity

Electrostatic Discharges.........cccvveeviiiiiieei e

Radiated RF EM Fields and Proximity Wireless fields.....:

Electrical Fast Transients and bursts..........ccoceveiveininll

Voltage Dips and Interruptions............ccccoriiiiiin

Rated Power-frequency Magnetic Field ............c.ccccc....

T|TV|TV|TV|TV|T|T
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1.8 Test Conditions and Results — Conducted Emissions
CISPR 11 |TEST: Limits of mains terminal disturbance voltage Verdict

Method: The AMN placed 0,8 m from the boundary of the unit under test and bonded to a
ground reference plane. This distance was between the closest points of the AMN and the
EUT. All other units of the EUT and associated equipment were at least 0,8 m from the AMN. P
All power was connected to the system through Artificial Mains Network (AMN). Conducted
voltage measurements on mains lines were made at the output of the AMN.

Laboratory Parameters Required prior to the test During the test
Ambient Temperature 10to 40 °C 24°C
Relative Humidity 10 to 90 % 65%
Fully configured sample scanned | Frequency range on each side of Measurement Point
over the following frequency line
range 150kHz to 30MHz Mains
Power interface mode AC 230V, 50Hz
Equipment mode EUT configurations mode
Operation mode Mode 1, 2, 3

Limits — Group 1 - Class A
Limit dB (pV)

Frequency (MHz) Quasi-Peak Result* Average Result*
0.15t0 0.50 79 - 66 -
0.50 to 30 73 - 60 -

Limits - Group 2 - Class A
Limit dB (pV)

Frequency (MHz) Quasi-Peak Result* Average Result*
0.15t0 0.50 100 - 90 -
0.50to0 5 86 - 76 -
5to 30 90 to 70 - 80 to 60 -

Limits - Group 2 - Class A
Mains supply currents in excess of 100 A per phase

Limit dB (uV)
Frequency (MHz) Quasi-Peak Result* Average Result*
0.15t0 0.50 130 - 120 -
0.50to 5 125 - 115 -
510 30 115 - 105 -
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Limits - Group 1 and 2 - Class B

Limit dB (pV)
Frequency (MHz) Quasi-Peak Result* Average Result*
0.15t0 0.50 66 to 56 P 56 to 46 P
0.50to 5 56 P 46 P
5to 30 60 P 50 P
Supplementary information: * - The result in tables may be a minimum margin to the limit.
EUT powered at one of the Nominal input voltages and frequencies.
SGS Conducted Emission HWAYA Conducted Room No.A EMC
EQUIPMENT . Calibration | Calibration
TYPE Manufacturer Model Number Serial Number Date Due
EMI TeSt R&S ESCI 3 101311 2017/6/23 | 2018/6/22
Receiver
Coaxial Cables | M€ 'gsotrr;me”ts EMCRG58-BM-BM-3000 160812 2017/8/30 | 2018/8/29
LISN SCHWARZBECK NSLK 8127 8127-648 2017/6/18 | 2018/6/17
Pulse Limiter Narda S.T.S. PMM PLO1 1110X30602 | 2017/8/12 | 2018/8/11
LISN Schwarzbeck NSLK 8128 NSLK8128-300 | 2017/9/4 | 2018/9/3
Test S/IW Farad EZ-EMC Ver. SGS-03A2| N.C.R. N.C.R.

SGS Taiwan LTD. Electronics & Communication Laboratory
No.2, Keji 1st Rd., Guishan Dist., Taoyuan City 333, Taiwan (R.O.C.)

Measurement Uncertainty of Conducted Emission
Expanded uncertainty (K=2) of conducted emission is 2.25 dB
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(7

Photo of test setup for Mains Terminal Disturbance Voltage Measurement

Model: TPP 30-105A-J
Mode_1_+
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(7

Photo of test setup for Mains Terminal Disturbance Voltage Measurement

Model: TPP 30-105BA-J
Mode_2_+
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Photo of test setup for Mains Terminal Disturbance Voltage Measurement

Model: TPP 30-105
Mode_3_+
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Graphical representation of Mains Terminal Disturbance Voltage Measurement

Model: TPP 30-105A-J

Mode: Mode_1
Mote:

Mode_1_L
Site .  Conduction Room Phase; Vs, Temperature: 24 'C
Limit: CISPR11 Class B Conduction(QP) Power:  AC 230V/50Hz Humidity: 65 %

File \E7-2017-80014
dHuy

Data #1
HO.O

Conducted Emission
Date: 2017/8/31

Time: T 03:51:57

CISPHTT Clars B Conduchion| 8]

CISPR ) b Clase B ComlucimlAVE]

A "-‘ﬂ» 'M' JM“WMWWWWWMWW%MwWw“

oo
0150 s [CLE] 5 30 0
Reading Carrect Measure-
No. Mk, Freq. Level Factor ment Limit  Over
MHz dBu\; dB EIBU\I.I" dBuv dB I-Jel.eclor Comment
1 0.1620 40.55 18.65 60.20 85,36 -5.16 QP
2 0.1620 29.22 19.865 48.87 55.36 -6.49 AVG
3 0.1900 3645 19.64 56.09 6404 -795 QP
4 0.1900 24.80 19.64 44 54 54.04 -9.50 AVG
5 02180 3120  19.67 50.87  62.89 -1202 QP
6 02180 2180  19.67 4157 5289 -11.32 AVG
7 04780 2533 20.09 45.42 56.37 -1095 QP
ar 0.4780 2301 20.09 4310 46.37 -327 AVG
9 1.2620 18.67 20.03 38.70 56.00 -17.30 QP
10 12620 14.84 20,08  34.87 4500 -11.13 AVG
11 3.3260 17.10 20.34 37.44 5600 -1856 QP
12 33260 13.30  20.34  33.64 4600 -12.36 AVG
*Maximum data xOwer limit l:ever margin
File "E7-2017-80014\Data #7 Page: 1
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Graphical representation of Mains Terminal Disturbance Voltage Measurement

Mode: Mode_1
Mote:

Mode_1_N
Site . Conduction Room Phase: N Temperature: 24 °C
Limit: CISPR11 Class B Conduction(QP) Power: AC 230V/50Hz Humldity: 65 %

File | E7-2017-80014

HOUO  dHuY

Data #2

Conducted Emission

Date: 2017/8/31 Time: T 03:57:45

\

CISFHIT Caes B Conduchon| 9]

riluc i AV E |

= s ]
an , } M‘
BALINT il st
0.0
0750 s (TE] 5 30 0
Reading Correct Measure-
No. Mk, Freq. Level Factor ment Limit  Ower
MHZ r.iBu\.l; dB cIBu\..l" dBuv dB ﬁeleclor Comment

3N D.1620 38.50 18.50 58,00 85,36 -7.36 QP

2 0.1620 26.80 18.50 46.30 55,36 -5 .06 AVG

2 0.1840 34.10 19.49 53.59 63.86 -10.27 QP

4 0.1940 23.50 19.49 42.99 53.86 -10.87 AVG

5 02220 31.30  19.53 50.83  62.74 -11.81 QP

6 02220 21.80 19.53 41.43 5274 -11.31 AVG

7 0.2700 2373 19.61 43.34 61.12 -17.78 QP

B 0.2700 15.51 19.61 3512 51.12 -16.00 AVG

9 0.4980 19.20 19.99 39.19 56.02 -16.84 QP

10 0.4980 1810 1999  38.08 4503 -7.94 AVG

11 15500 1837 2010  38.47  56.00 -17.53 QP

12 15500 1559 20,10 3569 4600 -10.31 AVG

*Maximum data xOwver limit l:ever margin

File "E7-2017-80014\Data '#2 Page: 1
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Graphical representation of Mains Terminal Disturbance Voltage Measurement
Model: TPP 30-105BA-J
Mode_2 L
Site | Conduction Room Phase: L1 Temperature: 24 'C
Limit: CISPR11 Class B Conduction(QP) Power:  AC 230V/50Hz Humldity: 65 %
Mode: Mode_2
Note:
Conducted Emission
File (E7-2017-80014 Data #3 Date; 2017/8/31 Time: T 05:14:51
B0  dHuY
\ CISFHT T Dlaes § Conduchon|lE]
|
r % ~ _\-""*—u.___‘_ ':.‘|;-|l ._-.-. ' Il..-..|.‘,.||....|l.-- |
an I I\ | !
f\| [ W‘“ Fﬁ%‘*"ﬂm WW" Pl ™M
MR e it
oo
0150 5 (MH ) [ ETR
Reading Correct Measure-
Mo, Mk, Freq. Level Factor ment Limit  Owver
.h;'le déu\; dB dBu\.l" dEh;lQ dE De.i.eclor Cornrn:ni
1 0.1540 40.30 18.65 59,95 €5.78 -5.83 QP
2 01540 2960 18.65 49.25 5578 -653 AVG
3 0.1750 36.60 19.65 56.25 64.72 -8.47 QP
4 01750 2590 19.65 45.55 54.72 -917 AVG
5 0.2340 33.60 19.70 53.30 6231 -9.01 QP
5 0.2340 2350 19.70 4320 5231 -911 AVG
7 0.2900 27.30 19.79 47.09 60.52 -13.43 QP
8 0.2900 1880 19.79 38.59 50.52 -11.93 AVG
9 D.4780 2540 20.09 45.49 56.37 -10.88 QP
10 * 0.4780 23.10  20.09 4318 46.37 -3.18 AVG
11 11980 2151 19.99 4150  56.00 -14.50 QP
12 11980 19.60 19.99 39.59 46.00 -641 AVG
*Maximum data wOver limit  lover margin
File -E7-2017-80014\Data #3 Page: 1
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Graphical representation of Mains Terminal Disturbance Voltage Measurement
Mode_2_N
Site . Conduction Room Phase: N Temperature: 24 °C
Limit: CISPR11 Class B Conduction(QP) Power: AC 230V/50Hz Humldity: 65 %
Mode: Mode_2
Note:
Conducted Emission
File :E7-2017-80014 Data #4 Date: 2017/8/31 Time: T 05:41:13
HO  dHGY
\ CISFHIT Daes B Cosduchion] 8]
|
P i LISPR B CoraduactionlAVE |
il — L —
T\ |
an , : |
il il ! 1 | M o
Ll | | 1
J i 1]‘1, # ﬁ"
0o
0150 ns MAz) 5 30 000
Reading Carrect Measure-
No. Mk, Freq. Level Factor ment Limit  Ower
MHz dBu\.; dB dBu\.J"- dBu‘L" dB ﬁeleclor Comment
| i 0.1540 41.80 18.50 61.30 65,78 -4.48 QP
7. 0.1540 29.80 18.50 49.30 55,78 -6.48 AVG
3 0.1860 37.50 19.49 56.99 64.21 -7.22 QP
4 0.1860 2650 19.49 45.99 54.21 -8.22 AVG
5 0.2340 33.90  19.55 53.45 6231 -8.86 QP
6 02340 23.90  19.55 43.45  52.31 -8.86 AVG
7 0.2900 27 40 19.64 47 04 60.52 -13.48 QP
8 0.2900 1860 19.64 38,24 50.52 -1228 AVG
9 D.4820 2301 19.96 42,97 56.30 -132.33 QP
10 0.4820 21.70 1996  41.66  45.30 -4.64 AVG
11 1.1660 18.90 19.83 38.73 56,00 -17.27 QP
12 1.1660 17.00 19.83 36.83 46,00 -9.17 AVG
*Maximum data X Over limit l:over margin
File "E7-2017-80014\Data '#4 Page: 1
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Graphical representation of Mains Terminal Disturbance Voltage Measurement

Unless otherwise stated the 1

PRIESSAI - s e

Model: TPP 30-105

Mode_3 L
Site : Conduction Room Phase: L1 Temperature: 24
Limit; CISPR11 Class B Conduction(QP) Power; AC 230V/50Hz Humidity: 65 %
Mode: Mode_3
Note:
Conducted Emission
File -E7-2017-80014 Data #5 Date: 2017/8/31 Time: 7 06:47:08

60.0 dBuV

CISPA1N Class B Conductionl@P]

" M
M
l]_[l..- — e S —— S S R ——— E—
0.150 0.5 [MHz) 5 30.000
Reading Correct Measure-
No. Mk.  Freq. Level Factor ment Limit  Over
MHz dBuV dB dBuV dBuV dB Detector Comment
5 0.1620 39.61 19.50 59.11 6536 -6.25 QP
2 0.1620 27.56 19.50 47.06 5536 -8.30 AVG
3 0.1940 35.71 19.49 55.20 63.86 -8.66 QP
4 0.1940 2454 19.49 44.03 5386 -9.83 AVG
5 0.2220 32.50 19.53 52.03 62.74 -10.71 QP
6 0.2220 22.60 19.53 4213 52.74 -10.61 AVG
7 0.2500 29.60 19.57 4917 61.76 -12.59 QP
8 0.2500 21.40 19.57 40.97 51.76 -10.79 AVG
9 5.5820 21.40 19.96 41.36 60.00 -18.64 QP
10 5.6820 6.79 19.96 26.75 50.00 -23.25 AVG
11 17.2740 13.59 20.03 33.62 60.00 -26.38 QP
12 17.2740 9.26 20.03 29.29 50.00 -20.71 AVG
“Maximum data x:Over limit  l:over margin
File :E7-2017-80014\Data “#5 FPage: 1
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Graphical representation of Mains Terminal Disturbance Voltage Measurement

Mode_3 N
Site : Conduction Room Phase: N Temperature: 24 ¢
Limit: CISPR11 Class B Conduction(QP) Power: AC 230V/50Hz Humidity: 85 %

Mode: Mode_3
Note:

Conducted Emission
File |E7-2017-80014 Data #86 Date: 2017/8/31

00.0 dbuY

Time! T 06:52:18

CISPR 11 Class B Conduction[QF)

OSPR I Clase B ConduciionldVii |

40 M
[ . : | WP/‘W‘\
il WMWWW AN
0y e 3 e = R — - — — — ————
0.150 0.5 (MHz) 5 30.000
Reading Correct Measure-
No. Mk. Freq. Level Factor ment Limit Over
MHz dBuV dB dBuv dBuv dE Detector  Comment
1 0.1540 37.20 19.50 56.70 65.78 -85.08 QP
2 0.1540 26.80 19.50 46.30 55.78 -9.48 AVG
3 0.1820 33.40 19.49 52.89 64.39 -11.50 QP
4 0.1820 2430 19.49 43.79 5439 -10.60 AVG
S 0.2900 25.81 19.64 45.45 60,52 -15.07 QP
6 0.2900 21.00 19.64 40.64 50.52 -9.88 AVG
7 0.4820 21.01 19.96 40.97 56.30 -15.33 QP
L 0.4820 20.00 19.96 39.96 46.30 -6.34 AVG
9 1.6820 15.42 20.20 35.62 56.00 -20.38 QP
10 1.6820 585 20.20 26.05 46.00 -19.95 AVG
11 5.3060 17.02 19.95 36.97 60.00 -23.03 QP
12 5.3060 10.59 19.95 30.54 50.00 -19.46 AVG
*Maximum data x:Over limit  lover margin
File 'E7-2017-80014\Data #6 Page: 1
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CISPR 32 |TEST: Limits of mains terminal disturbance voltage (CISPR 32:2015) Verdict

Method: The AMN placed 0,8 m from the boundary of the unit under test and bonded to a
ground reference plane. This distance was between the closest points of the AMN and the
EUT. All other units of the EUT and associated equipment were at least 0,8 m from the AMN. N/A
All power was connected to the system through Artificial Mains Network (AMN). Conducted
voltage measurements on mains lines were made at the output of the AMN.

Laboratory Parameters Required prior to the test During the test
Ambient Temperature 10 to 40 °C -
Relative Humidity 10 to 90 % -

Fully configured sample Frequency range on each side of line |Measurement Point
scanned over the following

Power interface mode -

Equipment mode EUT configurations mode -

Operation mode -

Limits — Class A

Limit dB (uV)
Frequency (MHz) Quasi-Peak Result * Average Result *
0.15t0 0.50 79 - 66 -
0.50 to 30 73 - 60 -
Limits - Class B
Limit dB (uV)
Frequency (MHz) Quasi-Peak Result * Average Result *
0.15t0 0.50 66 to 56 - 56 to 46 -
0.50to0 5 56 - 46 -
510 30 60 - 50 -

Supplementary information: * - The result in tables may be a minimum margin to the limit.

EUT powered at one of the Nominal input voltages and frequencies.

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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Limits — Asymmetric mode conducted emissions from
Class A equipment
Limit dB (uV)
Frequency (MHz Class A Class A
. vl ) Coupling Detector type voltage limits current limits Result *
device / bandwidth dB(uV) dB(uA)
0.15t0 0.50 97 to 87 -
AAN Quasi Peak / 9 kHz
0.50 to 30 87 -
n/a
0.15to0 0.50 84 to 74 -
AAN Average / 9 kHz

0.50 to 30 74 -
0.15t0 0.50 CVP and 97 to 87 53 to 43 -

0.50 to 30 current probe Quasi Peak / 9 kHz o 3 )
0.15to0 0.50 CVP and 84 to 74 40 to 30 -

0.50 to 30 current probe N i 74 30 _
0.15to0 0.50 53 to 43 -

Current probe | Quasi Peak / 9 kHz
0.50 to 30 43 -
n/a
0.15 to 0.50 40to 30 -
Current probe Average / 9 kHz
0.50 to 30 30 -

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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Limits — Asymmetric mode conducted emissions from
Class B equipment
Limit dB (uV)
Freauency (MHz Class B Class B
. vl ) Coupling DB voltage limits current limits Result *
device / bandwidth dB(uV) dB(uA)
0.15t0 0.50 84 to 74 -
AAN Quasi Peak / 9 kHz
0.50 to 30 74 -
n/a
0.15to0 0.50 74 to 64 -
AAN Average / 9 kHz
0.50 to 30 64 -
0.15t0 0.50 CVP and 84 to 74 40 to 30 -
Quasi Peak / 9 kHz
0.50 to 30 current probe 74 30 -
0.15t0 0.50 CVP and 74 to0 64 30 to 20 -
Average / 9 kHz
0.50 to 30 current probe 64 20 -
0.15to0 0.50 40 to 30 -
Current probe | Quasi Peak / 9 kHz
0.50 to 30 30 -
n/a
0.15to0 0.50 30 to 20 -
Current probe Average / 9 kHz
0.50 to 30 20 -
Supplementary information: * - The result in tables may be a minimum margin to the limit.
EUT powered at one of the Nominal input voltages and frequencies.
Test Equipment Used
Description Manufacturer Model Identifier Cal. Date Cal. Due

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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Photo of test setup for Mains Terminal Disturbance Voltage Measurement
N/A
Graphical representation of Mains Terminal Disturbance Voltage Measurement
N/A

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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CISPR 14 | TEST: Limits of terminal disturbance voltage Verdict

Method: The AMN was placed 0,8 m from the boundary of the unit under test and bonded to a
ground reference plane. This distance was between the closest points of the AMN and the
EUT. All other units of the EUT and associated equipment was at least 0,8 m from the AMN. N/A
All power was connected to the system through Artificial Mains Network (AMN). Conducted
voltage measurements on mains lines were made at the output of the AMN.

Laboratory Parameters: Required prior to the test During the test
Ambient Temperature 10 to 40 °C -

Relative Humidity 10 to 90 % -

Fully configured sample Frequency range on each side of line |Measurement Point
scanned over the following Mains, Load Terminals,
frequency range (see note 1) 148.5 kHz to 30MHz Additional Terminals

Power interface mode -

Equipment mode EUT configurations mode -

Operation mode -

Limits — Mains Terminal

Limit dB (pV)
Frequency (MHz) Quasi-Peak Result * Average Result *
0.15to 0.50 66 to 56 - 59 to 46 -
0.50to 5 56 - 46 -
5to0 30 60 - 50 -
Limits - Load /Additional Terminals
Limit dB (pV)
Frequency (MHz) Quasi-Peak Result * Average Result *
0.15to 0.50 80 - 70 -
0.50to 5 74 - 64 -
5 to 30 74 - 64 -

Supplementary information: * - The result in this table may be a minimum margin to the limit.
EUT powered at one of the Nominal input voltages and frequencies.

Note 1: the World Administrative Radio-Communications Conference (WARC) has in 1979 reduced the
lower frequency limit in region 1 to 148.5 kHz; for applications falling in the scope of this standard, tests at
150 kHz are considered adequate, since 148,5 kHz falls within the receiver bandwidth. In limit tables 150
kHz used.

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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ISO 7137 | TEST: Limits of mains terminal and I/O disturbance current Verdict

Method: Measurements are made with a current probe. Tests are setup per Figure 21-6 of
DO-160G. The current probe is installed five centimetres from the EUT. If the EUT connector
plus back shell length exceeds five centimetres the probe shall be placed as close to the
connector back shell as possible and the position noted.

N/A

Laboratory Parameters

Required prior to the test

During the test

Ambient Temperature

10 to 40 °C

Relative Humidity

10 to 90 %

Fully configured sample scanned
over the following frequency

Frequency range on each side of line

Measurement Point

range 150kHz to 152MHz Mains
150kHz to 152MHz Ie}
Power interface mode -
Equipment mode EUT configurations mode -
Operation mode -
Limits — Power Lines
Limit dB (uA)
Frequency (MHz) Quasi-Peak Results *
0.15t0 2 53 to 20 -
2 to 30 2 -
30 to 152 30 -
Limits — I/O Line
Limit dB (pA)
Frequency (MHz) Quasi-Peak Results *
0.15t0 2 73 t0 40 -
2 to 30 40 -
30 to 108 50 -
30 to 152 40 -

EUT powered at one of the Nominal input voltages and frequencies.

Supplementary information: * - The result in tables may be a minimum margin to the limit.

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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Test Equipment Used

Description

Manufacturer

Model

Identifier

Cal. Date

Cal. Due

Graphical representation of Input/Output Terminal Disturbance Current Measurement

N/A

Tabulated Results for Mains Terminal Disturbance Current

Terminal

Test
Frequenc
y (MHz)

Meter
Reading
dB (pV)

Detector
(Pk/QP/A
v)

Gain/Loss
Factor
(dB)

Transducer
Factor
(dB)

Level
dB (pA)

Limit 1
dB (pA)

Margin
(dB)

Supplementary information:
Note: This table is to be used for combined correction factors (Gain/Loss and Transducer). Use column

“Terminal” to identify the Line and /or Neutral that was tested. Other table formats are allowed as long as
all information is included.

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.
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1.9 Test Conditions and Results — Radiated Emissions

polarities. Final measurements (quasi-peak) were then performed by rotating the EUT 360°
and adjusting the receive antenna height from 1 to 4 m. All frequencies were investigated in
both horizontal and vertical antenna polarity, where applicable.

CISPR 11 | TEST: Limits for radiated disturbance 30 MHz —1 GHz Verdict
Method: Measurements were made in a 10-meter semi-anechoic chamber or Open Area Test

Site that complies to CISPR 16. Preliminary (peak) measurements were performed at an

antenna to EUT separation distance of listed below. The EUT was rotated 360° about its

azimuth with the receive antenna located at various heights in horizontal and vertical P

Laboratory Parameters:

Required prior to the test

During the test

scanned over the following
frequency range

Ambient Temperature 10 to 40 °C 22°C
Relative Humidity 10 to 90 % 70%
Fully configured sample Frequency range on each side of line Measurement Point

30MHz - 1GHz

10 m measure

ment

distance***

Equipment mode

Power interface mode

AC 230V, 50Hz

EUT configurations mode

Operation mode Mode 1, 2, 3
Limits — Group 1 Class A
Limit dB (uV/m)
Frequency (MHz) Quasi-Peak Results *
30 to 230 40(10m), 50(3m) -
230 to 1000 47(10m), 57(3m) -
Limits — Group 1 Class B
Limit dB (uV/m)
Frequency (MHz) Quasi-Peak Results *
30 to 230 30(10m), 40(3m) P
230 to 1000 37(10m), 47(3m) P
Limits — Group 2 Class A
Limit dB (uV/m)
Frequency (MHz) Quasi-Peak Results *
30 to 1000 See standard -
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Limits — Group 2 Class B
Limit dB (uV/m)

Frequency (MHz) Quasi-Peak Average** Results *
30 to 80,872 30 25 -
80,872 to 81,848 50 45 -
81,848 to 134,786 30 25 -
134,786 to 136,414 50 45 -
136,414 to 230 30 25 -
230 to 1000 37 32 -

Supplementary information: EUT powered at one of the Nominal input voltages and frequencies.
- The result in this table may be a minimum margin to the limit.

- The Average Limits Apply To Magnetron Driven Equipment Only.

- Test distance used shall follow guidance from CISPR 11

*%

k%
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SGS Radiated Below 1GHz HWAYA 966A EMC
EQUIPMENT . Calibration | Calibration
TYPE Manufacturer Model Number Serial Number Date Due
EMI TeSt R&S ESR 7 101459 2017/2/17 | 2018/2/16
Receiver
Biconical
Antenna SCHWARZBECK VULB 9168 9168-297 2017/5/26 | 2018/5/25
Biconical
Antenna SCHWARZBECK VHBB 9124 9124-560 2016/12/6 | 2017/12/5
Log-Periodic | o0 waRZBECK UHALP 9108 A UHALP 9108-A| 501611206 | 201711215
Antenna 0990
Pre Amplifier | EMC 'g(s)tr';*me”ts EMC330 980180 2017/5/19 | 2018/5/18
Coaxial Cable Huber+Suhner RG 214/U 539808 2017/4/23 | 2018/4/22
Coaxial Cable EMC Instruments EMC8D-NM-NM-6000 140922 2017/4/23 | 2018/4/22
Coaxial Cable NA 8D SAC-A-0.5M 2017/4/23 | 2018/4/22
Coaxial Cable MF MF-7802 N/A N.C.R. N.C.R.
Antenna Master MF N/A N/A N.C.R. N.C.R.
Turn Table MF N/A N/A N.C.R. N.C.R.
Site NSA SGS 966 Chamber A SAC-A 2017/1/12 2018/1/11
Test Software Farad EZ-EMC Ver. SGS-03A2 N.C.R. N.C.R.

SGS Taiwan LTD. Electronics & Communication Laboratory
No.2, Keji 1st Rd., Guishan Dist., Taoyuan City 333, Taiwan (R.O.C.)

Measurement Uncertainty of Radiated Emission

Expanded uncertainty (k=2) of radiated emission measurement is 4.71 dB. (30-1000MHz)
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(7

Photo of test setup for Radiated Disturbance

Model: TPP 30-105A-J
Mode 1 +

Mode 1 -
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Photo of test setup for Radiated Disturbance

Model: TPP 30-105BA-J
Mode 2 +

Mode 2 -
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Photo of test setup for Radiated Disturbance

Model: TPP 30-105
Mode 3 +

Mode 3 -

Unless otherwise stated the results shown in this test report refer only to the sample(s) tested and such sample(s) are retained for 90 days only.

FRIES AR - S R LN B a T [FIF AR IR OOR « AHEAREANTFHT AT A -

This document is issued by the Company subject to its General Conditions of Service printed overleaf, available on request or accessible at www.sgs.com/terms and_conditions.htm and for electronic format
documents, subject to Terms and Conditions for Electronic Documents at www.sgs.com/terms_e-document.htm. Attention is drawn to the limitation of liability, indemnification and jurisdiction issues defined
therein. Any holder of this document is advised that information contained hereon reflects the Company’s findings at the time of its intervention only and within the limits of Client’s instructions, if any. The
Company’s sole responsibility is to its Client and this document does not exonerate parties to a transaction from exercising all their rights and obligations under the transaction documents. This document cannot
be reproduced except in full, without prior written approval of the Company. Any unauthorized alteration, forgery or falsification of the content or appearance of this document is unlawful and offenders may be

prosecuted to the fullest extent of the law.
SGS Taiwan Ltd. ’ No.134,Wu Kung Road, New Taipei Industrial Park, Wuku District, New Taipei City, Taiwan 24803/#7t W 2 B #b 2 ¥ FE £ T %% 134 3%

& MR P A R E) | t(886-2) 2299-3279 f (886-2) 2298-0488 www.tw.sgs.com
‘ Member of SGS Group




\5\\“‘1“ Ilf“]’
LN

SNo—

o,

I

z

W

TAF

= = =
£ W
g’ A m—N S Testing Labarstory
""'n’::l-:h\“\ 0513
Page 46 of 119 Report No. MH/2018/40097
Graphical representation of Radiated Disturbance Measurement
Model: TPP 30-105A-J
Mode_1_H
Site SGS 10m Chamber Polarization: Horizontal Temperattire: 2
Limit: CISPR11 ClassB 10M Radiation Power:  AC 230V/50Hz Humidity, 70 %
Mode: Full Load Distance:
MNote: Mode 1
Radiated Emission
File ;80014 Data #8 Date: 2017/91 Time: b5 10:48:40
800 dBuN/m
4n CISPR 1T ClassB 10M Radistion
L ]
§ 8
1 >
0.0
30,000 127.00 2z4.00 321.00 418.00 515.00 1200 709.00 806.00 100000 MH=
Reading Correct Measure- y
No. Mk. Freq. Level Factor ment Limit ~ Over
MHz dBuV dB8/m dBuvVim dBuvVim dB Detector  Comment
1 435800 25.76 -11.88 13.88 3000 -1612 QP
2 160.9500 24.75 -11.77 12.98 30,00 -17.02 QP
3 226.9100 2863 -1402 1461 3000 -1539 QP
4 8622600 2375 -0.28 2347 3700 -1358 QP
5 * 09563500 23.61 0.73 2434 3700 -1266 QP
& 996.1200 2375 0.25 24.00 37.00 -13.00 QP
=Maximum data x:Over limit  liover margin
File ‘80014\Data #8 Page: 1
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Graphical representation of Radiated Disturbance Measurement
Mode_1_V
Site SGS 10m Chamber Polarization: Vertical Termperattire: 2T
Limit: CISPR11 ClassB 10M Radiation Power,  AC 230V/E0Hz Humidity: 70 %
Maode: Full Load Distance:
Note: Mode 1
Radiated Emission
File :80014 Data #7 Date: 2017/91 Time: b5 10:48:39
0.0 dBuvV/m
40 CISPATT ClassB 10M Radiation
I 5
4
3
0.0
30000 12700 224.00 321.00 A1B.00 515.00 B12.o0 f09.00 80600 1000.00 MH=z
Reading Correct Measure- .
No. Mk. Freq. Level Factor ment Limit ~ Over
MHz dBuv dBim dBuvim dBuvVim dB Detector Comment
o 44,4700 3788  -11.83 26.05 3000 -3.95 QP
2 69.4400 2959  -14.10 15.49  30.00 -14.51 QP
3 1551300 26.99 -11.89 1500 30.00 -1500 QP
4 2240000 3136 -1414 1722 3000 -1278 QP
5 902.0300 23.08 0.13 2319 3700 -1381 QP
6 987.3800 23.40 0.36 23.76 37.00 -13.24 QP
“Maximum data x:0ver limit  liover margin
File ‘80014\Data #7 Page: 1
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Graphical representation of Radiated Disturbance Measurement
Model: TPP 30-105BA-J
Mode_2_H
Site SGS 10m Chamber Polarization: Horizontal Temperatire: U
Limit: CISPR11 ClassB 10M Radiation Power:  AC 230V/E0Hz Humidity. 70 %
Mode: Full Load Distance:
Mote: Mode 2
Radiated Emission
File 80014 Data #10 Date: 2017/91 Time: 5 11:01:23
0.0 dBuV/m
40 CISPFAT ClassB 10M Radiation
| hse
- o — = 3 4 — i
|
0.0
30,000 12700 224.00 321.00 418.00 515.00 B12.00 709.00 806.00 100000 MH:
Reading Correct Measure- )
No. Mk.  Freq. Level Factor ment Limit ~ Over
MHz dBuv dBim dBuVim dBuV/im dB Detector Comment
1 43.5800 24.84 -11.88 12.96 3000 -17.04 QP
2 160.9500 23.60 -11.77 11.83 30,00 -1817 apP
3 226.9100 29.04 -14.02 1502 30.00 -14.98 QP
4  BB2.2600 2413  -0.28 2385 3700 -1315 QP
5 * 9563500 2326 073 2399 3700 -1301 QP
6 996.1200 2292 0.25 23.17 3700 -1383 QP
“Maximum data x:Over limit  l:over margin
File -80014\Data :#10 Page: 1
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Graphical representation of Radiated Disturbance Measurement
Mode_2_V
Site SGS 10m Chamber Polarization: Vertical Temperatire: 22 C
Limit: CISPR11 ClassB 10M Radiation Power:  AC 230Vi50Hz Humidity. 70 %
Mode: Full Load Distance:
MNote: Mode 2
Radiated Emission
File ;80014 Data #9 Date: 2017/91 Time: 5 11:01:22
B0 dBUN/m
4n CISPR 1T ClassB 10M Radistion
' 1]
ES 5 &
1
=
0.0
00000  127.00 224.00 321.00 A18.00 515.00 B1200 709.00 806.00 T000.00 MHz
Reading Correct Measure- ;
No. Mk.  Freq. Level Factor ment Limit ~ Over
MHz dBuv dBim dBuVim dBuvVim dB Detector Comment
i T 44 4700 36.00 -11,83 2417 30.00 -5.83 QP
2 69.4400 28.43 -14.10 14.33 30.00 -15.67 aP
3 1551300 26.58 -11.99  14.50 3000 -1541 QP
4 2240000 3022 1414 1608 3000 -1392 QP
5 902.0300 2198 013 2211 37.00 -14.89 QP
& 987.3900 2366 0.36 24.02 3700 -1298 QP
=Maximum data x:0Over limit  liover margin
File ‘80014\Data :#9 Page: 1
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Graphical representation of Radiated Disturbance Measurement
Model: TPP 30-105
Mode_3 H
Site SGS 10m Chamber Polarization: Horizontal Temperatire: U
Limit: CISPR11 ClassB 10M Radiation Power:  AC 230V/E0Hz Humidity: 70 %
Maode: Full Load Distance:
Note: Mode 3
Radiated Emission
File :80014 Data #12 Date: 2017/91 Time: 5 11:1348
B0 dBuV/m
40 CISFATT ClassB 10M Radiation
-, 4 ne . - A = .
4 &
—————————————— ﬁ
.
0o
30000 12700 224.00 321.00 A18.00 515.00 Bl2.o0 Jo9.00 806.00 100000 MHz
Reading Correct Measure- )
MNo. Mk.  Freq. Level Factor ment Limit ~ Over
MHz dBuv dB/im dBuVim dBuV/im dB Detector Comment
1 43.5800 26.33  -11.88 1445 3000 -1555 QP
2 160.9500 2542  -11.77 1365 30.00 -16.35 QP
3 226.9100 2824 -1402 1422 30.00 -1578 QP
4 8622600 2383  -0.28 2355 3700 -13.45 QP
5 * 9563500 23.24 0.73 2397 3700 -13.03 QP
& 996.1200 23.41 0.25 2366 37.00 -13.34 QP
=Maximum data x:Over limit  l:over margin
File :80014\Data :#12 Page: 1
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Graphical representation of Radiated Disturbance Measurement
Mode_3 V
Site SGS 10m Chamber Polarization: Vertical Temperature: 22 L
Limit: CISPR11 ClassB 10M Radiation Power:  AC 230Vi50Hz Humidity. 70 %
Mode: Full Load Distance:
MNote: Mode 3
Radiated Emission
File ;80014 Data #11 Date: 2017/91 Time: b5 1113047
B0 dBUN/m
40 CHSPA T ClassB 10M Radiation
& 5
5 A
0.0
0000 12700 224.00 321.00 AlB.00 515.00 51200 709.00 805.00 T000.00 MHz
Reading Correct Measure- ;
No. Mk.  Freq. Level Factor ment Limit  Over
MHz dBuv dBim dBuVim dBuVim dB Detector Comment

1 444700 3590 -11.83 2407 3000 -593 QP
2 69.4400 28.98 -14.10 14.88  30.00 -1512 QP
3 1551300 27.03 -11.899 1504 3000 -14.96 QP
4 2240000 3113 -1414 1699 3000 -13.01 QP
5
6

902.0300 2273 0.13 228 3700 -1414 QP
987.3900 23.48 0.36 2384 3700 -1316 QP

=Maximum data x:0Over limit  liover margin

File ‘80014\Data #11 Page: 1
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CISPR 32 | TEST: Limits for radiated disturbance 30 MHz —-XX GHz** Verdict
Method: Measurements were made in a 10-meter semi-anechoic chamber or Open Area Test
Site that complies to CISPR 16. Preliminary (peak) measurements were performed at an
antenna to EUT separation distance of 10 meter below 1GHz and 3 meter above 1GHz. The
EUT was rotated 360° about its azimuth with the receive antenna located at various heights in N/A

horizontal and vertical polarities. Final measurements (quasi-peak detector below 1GHz and
average detector above 1GHz) were then performed by rotating the EUT 360° and adjusting

the receive antenna height from 1 to 4 m. All frequencies were investigated in both horizontal
and vertical antenna polarity, where applicable.

Laboratory Parameters:

Required prior to the test

During the test

Ambient Temperature

10 to 40 °C

Relative Humidity

10 to 90 %

Fully configured sample
scanned over the following

Frequency range on each side of line

Measurement Point

10 m measurement

frequency range 30MHz - 1GHz distance
1GHz - 6GHz 3 m measurement
Power interface mode -
Equipment mode EUT configurations mode -
Operation mode -
Limits — Class A
Limit dB (uV/m)
Frequency (MHz) Detector Results *
30 to 230 40 Quasi-Peak -
230 to 1000 47 Quasi-Peak -
1000 to 3000 56 Average, 76 Peak -
3000 to 6000 76 Average, 80 Peak -
Limits — Class B
Limit dB (uV/m)
Frequency (MHz) Detector Results *
30 to 230 30 Quasi-Peak -
230 to 1000 37 Quasi-Peak -
1000 to 3000 50 Average, 70 Peak -
3000 to 6000 54 Average, 74 Peak -

* - The result in this table may be a minimum margin to the limit.

Supplementary information: EUT powered at one of the Nominal input voltages and frequencies.

** - Input highest test frequency based on internal frequency used in the ME equipment
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CISPR 14-1 | TEST: Limits for radiated disturbance 30 MHz -1 GHz Verdict

Method: Measurements were made in a 10-meter semi-anechoic chamber or Open Area Test
Site that complies to CISPR 16. Preliminary (peak) measurements were performed at an
antenna to EUT separation distance of 10 meter. The EUT was rotated 360° about its azimuth
with the receive antenna located at various heights in horizontal and vertical polarities. Final N/A
measurements (quasi-peak) were then performed by rotating the EUT 360° and adjusting the
receive antenna height from 1 to 4 m. All frequencies were investigated in both horizontal and
vertical antenna polarity, where applicable.

Laboratory Parameters: Required prior to the test During the test
Ambient Temperature 10 to 40 °C -
Relative Humidity 10 to 90 % -
Fully configured sample Frequency range on each side of line Measurement Point
scanned over the following 10 m measurement
frequency range 30MHz — 1GHz distance
Power interface mode -
Equipment mode EUT configurations mode -
Operation mode -
Limits — CISPR 14-1
Limit dB (uV/m)
Frequency (MHz) Quasi-Peak Results *
30 to 230 30 -
230 to 1000 37 -

Supplementary information: EUT powered at one of the Nominal input voltages and frequencies.

* -The result in this table may be a minimum margin to the limit.
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ISO 7137 |TEST: Limits for radiated disturbance 100 MHz -6 GHz Verdict

Method: Measurements were made in a shielded enclosure. RF absorber shall be placed
above, behind, and on both sides of test setup boundary, from ceiling to ground plane. The
absorber shall extend 250 cm in front of the ground plane. RF absorber shall be placed
behind the test antenna, from ceiling to floor. The distance between the absorber and the
antenna shall be 230 cm. Linearly polarized antennas are required for radiated tests. Measure N/A
radiated emissions using both vertically and horizontally polarized orientations. Other
requirements in DO-160G, clause 21.5, shall be followed.

If radiated RF emissions are conducted in a reverberation chamber, the procedures in DO-
160G, clause 21.6, shall be followed.

Laboratory Parameters: Required prior to the test During the test
Ambient Temperature 10 to 40 °C -
Relative Humidity 10 to 90 % -
Fully configured sample_ Frequency range on each side of line Measurement Point
frtézr:]r;eni;\::;gt’l;e el 100MHz - 1GHz 0.9 m from the front of the
1GHz — 6GHz test table
Power interface mode -
Equipment mode EUT configurations mode -
Operation mode -
Limits
Limit dB (uV/m)
Frequency (MHz) Detector Results *
100 to 108 44.6 to 45.2 (QP) -
108 to 152 35 to 37.5 (QP) -
152 to 960 47.5 t0 60.2 (QP) -
960 to 1215 50.3 to 52 (AV) -
1215 to 1525 61.9 to 63.5 (AV) -
1525 to 1680 53.5 to 54 (AV) -
1680 to 6000 64 to 73 (AV) -

Supplementary information: EUT powered at one of the Nominal input voltages and frequencies.

* -The result in this table may be a minimum margin to the limit.
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Test Equipment Used

Description Manufacturer Model Identifier Cal. Date Cal. Due

Photo of test setup for Radiated Disturbance

N/A
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Tabulated Results for Radiated Disturbance

Test
Frequency
(MHz)

Meter
Reading
dB(pV)

Detector
(Pk/QP/Av)

Polarity
(V/H)

Azimuth
(Degrees)

Antenna
Height
(cm)

Gain/Loss
Factor
(dB)

Transducer
Factor(dB)

Level
dB(uV/m)

Limit
dB(uV/m)

Margin
(dB)

Supplementary information:

Note: Other table formats are allowed as long as all information is included.
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1.10 Test Conditions and Results — Disturbance Power Emissions
CISPR 14-1 | TEST: Limits of disturbance power Verdict
Method: Measurements were made on a ground plane that extends 1-meter minimum beyond
all sides of the system under test. All power was connected to the system through Line
Imp_edan_ce Stabiliz_ation Netwpr_ks (LISN). The lead to be measu_red on is stretched in a N/A
straight line for a distance sufficient to accommodate the absorbing clamp, and to permit the
necessary measuring adjustment of position for tuning. The clamp is placed around the lead
so as to measure a quantity proportional to the disturbance on the lead.
Laboratory Parameters: Required prior to the test During the test
Ambient Temperature 15t0 35°C -
Relative Humidity 30 to 60 % -
Fully configured sample scanned Frequency range Measurement point
over the following frequency range 30 MHz to 300 MHz Mains
Power interface mode -
Equipment mode EUT configurations mode -
Operation mode -
Limits disturbance power on terminals
Frequency dB(pW)
30 - 300 MHz Quasi-Peak Result * Average Result *
rousehold and 4510 55 . 35 t0 45 .
700 = ocls < 49 0 59 . 39 10 49 .
Tools >1000 W 55 to 65 - 45 to 55 -
Supplementary information: * - The result in this table may be a minimum margin to the limit.
EUT powered at one of the Nominal input voltages and frequencies.

Unless otherwise stated the results shown in this test report refer only to the sa